CT - 145
KEY-PAD COMMAND FOR SETTING RX/TX FREQUENCY

0) F + POWER ON     (SYSTEM RESET)

1) 3+POWER ON       (RX RANGE 130.0 - 169.995)

                                  (TX RANGE 144.0 - 146.000 )

2A) SET CH STEP = 5 KHz   F + 3/STEP    ( DISPLAY = "5" )

2B) SET OFF-SET FREQ = 30.63 50 MHz    F + 9   ( DISPLAY = "30.6350" )

2C) SET CH STEP =10 KHz  F + 3         ( DISPLAY = "10" )

2D) F + 0 --> 7 ( DISPLAY = "." )

2E) PRESS BUTTON "3" --> "0" --> "6" --> "3"

2F) PRESS " */ENT "

RESULTS: RX RANGE 130.00 - 163.995 MHz

TX RANGE 130.00 - 163.995 MHz

STEP 3. AFTER STEPS 1 & 2, THE TRANSECIVER RX/TX B.W.

CAN BE SET TO ANY B.W. ACCORDING TO FOLLOWING STEPS.

EXAMPLE 1, SET THE RX/TX B.W. TO 140.0 - 167.995MHz;

(3-a) " F " + "0 " --> " 7 "

(3-b) " 4 " + "0 " --> " 6 "  --> " 7 "

(3-c) PRESS " */ENT "

EXAMPLE 2. SET THE RX/TX B.W. TO 144.0 - 147.995MHz:

(3-a) " F " + " 0 " --> " 7 "

(3-b) " 4 " + "4 " --> " 4 " --> " 7 "

(3-c) PRESS " */ENT "
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CT - 145
HARDWARE  SETTING RX/TX FREQ. BANDWITH

FREQ. RANGE AS FOLLOWING :    

RANGE (MHz)               PORT4            Q116            Q113       /no EXPANDING

0.   150-170                                             -----              --------       / DA112     
                           S.W.EXPANSION

1.   145-146        NOT ALLOWED       DA112                                 

                           DATA6 BITO=1

2.   144-146        --->                              DA113           ----------     / DA112                               

                           3 + POWER ON

3.   144-148                                             MC2846       -----------    /DA112

4.   138-174                                             ------               DA113     / MC2846

5.   130-170                                             DA112           DA113    / MC2846

6.   142-155                                             DA113           DA113    / MC2846

7.   100-180                                             MC2846         DA113    / MC2846

NOTE :

              INSTALL                     > ONLY 1750 Hz (EUROPE)

Q112 =>                  > DA112>

             WITHOUT                   > 1750 HZ + "CALL" FUNC. (ASIA)
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